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In this work, we use a multi-heterodyne scanning near-field optical microscope to investigate the polarization
and propagation of Bloch surface waves in an ultrathin  /10 ridge waveguide. First, we show that the
structure sustains three surface modes, and demonstrate selective excitation of each. Then, by numerically
processing the experimental data, we retrieve the transverse and longitudinal components of each of the
modes, in good agreement with the calculated fields. Finally, we provide an experimental estimation of the
effective indices and the dispersion relations of the modes. © 2010 Optical Society of America
OCIS codes: 240.6690, 120.5050, 120.5410, 180.4243, 230.7380, 230.4170.n
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o. INTRODUCTION
arefully designed periodic dielectric structures may sus-
ain surface electromagnetic states—called Bloch surface
aves (BSWs)—within their photonic bandgaps [1]. As
urface states, they are bound to the interfaces and may
how significant field confinement. Although BSWs in di-
lectric multilayers have been known since the late 1970’s
2], they have recently been reexamined for their poten-
ial in sensing applications [3–5].
In a recent paper, the authors demonstrated that an ul-
rathin  /10, low-index, dielectric ridge deposited on a
ultilayer can act as a waveguide for BSWs [6]. It has
lso been shown that the lateral confinement of the BSW
n the waveguide may be seen as a two-dimensional re-
ractive behavior involving total internal reflection [7]. Al-
hough they do not allow subwavelength lateral confine-
ent, the guided BSWs possess several interesting
eculiarities. First, their dispersion characteristics are
ot limited by the properties of a particular material and
an be tailored by engineering the multilayer structure.
econd, they penetrate further into the outer medium
han standard waveguide modes [8]. Third, as these
tructures consist of dielectric materials, their losses can
e made very low. In waveguide-based biosensing (see,
.g., [9]), these structures might provide new opportuni-
ies for applications in which the waveguide is made out
f functionalized molecular layers of nanometric thick-0740-3224/10/081617-9/$15.00 © 2esses. Such BSW waveguides are furthermore wave-
ength scalable and fully compatible with the fabrication
echnologies for integrated photonic and plasmonic struc-
ures.
With the aim of gaining a better understanding of the
eld distribution in these waveguides, we report on the
se of a multi-heterodyne scanning near-field optical mi-
roscope (MH-SNOM) [10–14] for the investigation of the
odes sustained by the structure. In particular, the polar-
zation characteristics of these modes are investigated.
nlike near-field phase measurements, which are rou-
inely performed nowadays [15–18], polarization mea-
urements in the near field still remain a challenging task
19,20]. Although experiments involving the polarization
ontrast mechanism have been performed for a long time
21,22], measuring the state of polarization itself implies
nowledge of the vector field of light, i.e., two orthogonal
mplitude components and the relative phase difference
etween them [23]. Recently, the amplitude components
f the field have been measured [24,25]. Measurements
nvolving both the amplitude and the phase of two or-
hogonal field components have also been carried out
26,27]. In a beautiful experiment, Burresi et al. [28] in-
egrally resolved the state of polarization of the light
ithin a 2D photonic crystal. However, all these tech-
iques rely on a serial experimental process with control
f the polarization in between each measurement.010 Optical Society of America
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1618 J. Opt. Soc. Am. B/Vol. 27, No. 8 /August 2010 Sfez et al.Exploiting the capability of the MH-SNOM to simulta-
eously measure the amplitude and phase of two arbi-
rary orthogonal components of paraxial (near) fields, we
evelop a technique for retrieving the field at the sample
urface. The method relies on a priori information about
he field distribution and on a simple numerical treat-
ent of the experimental data. We apply the technique to
he previously mentioned BSW waveguide using a simple
nergy consideration first tested on the calculated fields.
The paper is organized as follows. After a description of
he sample and the numerical method used in this work,
e present a detailed description of the MH-SNOM. We
emonstrate through a direct near-field visualization that
he BSW waveguide sustains three surface modes and
hat we are able, by tuning the wavelength and choosing
he incident polarization, to selectively excite each of
hem. We then measure the individual transverse and
ongitudinal field components of each mode, both in am-
litude and phase. Finally, their dispersion relations are
xperimentally deduced.
. BSW WAVEGUIDE
he sample is a hydrogenated amorphous silicon nitride
ultilayer grown by plasma enhanced chemical vapor
eposition (PECVD) on a 500-m-thick glass substrate.
he refractive index of the layers is tuned by controlling
he concentration of ammonia in a SiH4+NH3 plasma.
he multilayer consists of a 10-period stack of high-index
nh=2.23 at =1530 nm) and low-index (nl=1.75 at 
1530 nm) layers whose thicknesses are dl=294 nm and
h=240 nm, respectively. The top layer is in contact with
he outer medium (air) and has a low index. Details re-
arding the multilayer fabrication may be found in [12].
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ig. 1. (Color online) (a) Schematic diagram of the silicon ni-
ride multilayer with a polymeric ridge on top. (b) A topographic
ross-section of the ridge as obtained from the shear-force feed-
ack (dotted line). The gray rectangle represents the structure
sed in the calculation (height h=140 nm and width w=4.5 m).olymeric ridges are then deposited on the top surface.
hey are fabricated by means of standard photolitho-
raphic process after spinning of a positive photoresist
AZ5214E, Clariant GmbH, npol1.625). Figure 1(a)
hows a schematic drawing of the structures. A topo-
raphical cross-section measured with the shear-force
echanism (see Section 4) is displayed in Fig. 1(b) (dotted
urve). The profile presents two bumps whose heights are
pproximately 155 nm with a groove at 130 nm in be-
ween. The mean width of the ridge is approximately
.5 m.
. NUMERICAL METHOD
he spatial distribution of the modes sustained by the
SW waveguide are calculated with a commercial finite-
lement package (COMSOL Multyphysics v.3.5a). The
alculation domain is enclosed in a perfectly matched
ayer (PML) to avoid reflections at the boundaries. A con-
ergence analysis is conducted to ensure that the mode ef-
ective indices vary by less than 1%. It corresponds to a
quare computational domain with edges longer than
0, both in the x and z directions (see Fig. 2). The thick-
ess of the PML is chosen to be equal to 1.5. The effec-
ive index of the BSW sustained by the bare multilayer is
xtracted from [12] using the formula neff= / 2 · and
sed as an initial guess for rapid convergence. We ap-
roximate the waveguide profile by a ridge whose width
nd height are w=4.5 m and h=140 nm, respectively, as
ndicated by the gray rectangle in Fig. 1(b). The refractive
ndex used in the calculations is npol=1.625.
The calculations performed at =1520 nm show that
he structure sustains three modes confined at the outer
nterface of the guide (i.e., surface modes) and laterally
onfined by the polymeric ridge. Their transverse inten-
ity distributions are shown in Figs. 2(a)–2(c). The polar-
zations of the modes are parallel to the multilayer inter-
aces [plane x ,y in Fig. 1(a)] with a dominant transverse
omponent in the x direction. The fundamental, first- and
econd-order modes will be referred to as mode 0, mode 1,
nd mode 2, respectively. The calculations show modes 0
nd 2 to be symmetric and mode 1 to be antisymmetric. In
ig. 2(a), mode 0 shows one lobe well confined in the
idge. In Fig. 2(b), mode 1 shows two lobes that are still
onfined in the ridge but whose lateral evanescent tails
enetrate slightly further into the air surrounding the
uide. Finally in Fig. 2(c), mode 2 has three lobes with a
reater penetration into the outer medium (air).
A detailed description involving the vectorial compo-
ents of the calculated modes is presented in Section 6 in
omparison with experimental measurements.
. MULTI-HETERODYNE SCANNING NEAR-
IELD OPTICAL MICROSCOPE
ptical measurements are performed using a MH-SNOM
see [10–12] and references therein), which is a modified
ersion of a classical heterodyne SNOM. In standard het-
rodyne SNOM [16], the sample and the probe are placed
nto one arm—the object arm—of a Mach–Zehnder inter-
erometer. Both the reference and the object arms are fre-
uency shifted by means of acousto-optic modulators
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Sfez et al. Vol. 27, No. 8 /August 2010 /J. Opt. Soc. Am. B 1619AOMs). Finally, the reference and object signal are su-
erimposed and sent to a detector. The frequency differ-
nce f generates a beat signal whose intensity at the de-
ector is
It = Ar
2 + Ao
2 + 2ArAo cos2f · t + o − r, 1
here Ar and Ao are the amplitude of the reference and
bject channels, respectively, and r and oare their rela-
ive phases. This signal is sent to a lock-in amplifier and
ompared to an electronic reference at frequency f. The
utputs amplitude R and phase  of the lock-in amplifier
re
R = 2ArAo and  = o − r. 2
ince the reference amplitude and phase are constant, R
s proportional to the field amplitude at the surface of the
ample and  corresponds to its optical phase.
In a multi-heterodyne SNOM, both the reference and
he object arms are split again into two orthogonally po-
arized beams, and each of the four channels is shifted by
different frequency [10].
A schematic diagram of the optical setup constituting
he MH-SNOM is presented in Fig. 3. Except for the
ample illumination zone, all optical paths are fibered.
lue segments correspond to polarization-maintaining fi-
ers (PMF) and yellow ones to single-mode fiber (SMF).
MFs can be oriented to rotate the polarization of the
eams in any arm whenever needed. The fibered output of
he laser source (Agilent 81682A, spectral range
4 μm
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ig. 3. (Color online) Schematic diagram of the multi-heterodyne
n the Kretschmann configuration.460–1580 nm) is sent to a polarization beam splitter
PBS) through a polarization controller. The power ratio
etween the two outputs of the PBS is adjusted by acting
n the polarization controller. The two outputs of the PBS
nitiate the reference and object arms. Each of the two
rms is again split using a 50/50 nonpolarizing beam
plitter (BS). The four channels are then individually fre-
uency shifted using AOMs driven at different frequen-
ies. The object channels o1 and o2 are then recombined
ith a PBS in a PMF, this fiber being rotated to generate
E and TM illuminating beams. The two references r1
nd r2 are recombined in a SMF with a PBS. Their or-
hogonality, as well as their linearity, is well preserved up
o the detector. Thus, they constitute a basis xˆ , yˆ on
hich are projected the object beams. This basis is a pri-
ri not aligned with the one xˆ , yˆ at the sample surface.
At the surface of the sample, the light is collected with
SNOM probe (Lovalite, aperture 200 nm, 70 nm Al
oated, SMF) and superimposed on the references using a
9/1 BS. At the detector, the signal is therefore a super-
osition of four beams of different optical frequencies: six
eat signals are hence generated. Among them, the four
eat signals corresponding to a particular reference with
particular object channel are sent to four lock-in ampli-
ers.
Equation (2) independently holds for each of the four
eat signals, and the four lock-ins’ output amplitudes
r1,r2
TE,TM and phases r1,r2
TE,TM are
Rr1,r2
TE,TM = 2Ar1,r2Axy
TE,TM,
m
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TE,TM = xy
TE,TM − r1,r2, 3
ith Ar1, r1, Ar2, and r2 being respectively the ampli-
udes and phases of the linear references r1 and r2, and
xy
TE, xy
TE, Axy
TM, xy
TMbeing the amplitudes and phases of
he object channels o1 and o2 in the detector frame of ref-
rence xˆ , yˆ. The lock-in amplitudes and phases are ac-
uired at each point x ,y of the raster scanned map. We
tress that, in our experiment, Ar1Ar2; the four ampli-
udes Rr1,r2
TE,TM can therefore be compared quantitatively.
The sample is illuminated with a snap-on focuser (di-
ergence 	4 °) producing a spot size of approximately
0 m at the top interface of the sample. The focuser is
ounted on a goniometric stage allowing the adjustment
f the angle of incidence 
. The sample is illuminated in
he Kretschmann configuration using a BK7 prism np
1.50 optically connected to the sample with an index-
atching liquid. The reflected light from the prism is
onitored with an IR-sensitive CCD camera in a classical
-line configuration [29]. The probe is maintained in
lose proximity to the sample by means of a shear-force
eedback system (SNOM Control Unit, APE Research),
hich also provides topographic information about the
ample.
Since the beams are labeled with different beat fre-
uencies, it is therefore possible to simultaneously map
he evanescent fields generated by the two TE- and TM-
olarized illuminating beams. It is worth noting that the
etected near fields may no longer correspond to such po-
arizations. For example, the allowed states of polariza-
ion in a waveguide are imposed by the waveguide modes
i.e., by the materials and geometries); so if a nonzero sig-
al is detected while scanning the waveguide, it means
hat a fraction of the input light has been coupled into the
aveguide, and the polarization that was initially TE
resp. TM) now has the polarization of the waveguide
odes. In the following work, TE and TM polarizations
efer to the measured fields that are generated by these
ncident polarizations.
. SELECTIVE EXCITATION OF THE MODES
t first we set the angle of incidence to 
=56 ° at 
1538 nm. Figures 4(a) and 4(b) respectively show the in-
ensity distributions corresponding to TE and TM illumi-
ation, as simultaneously obtained with the MH-SNOM.
he Airy patterns seen in both maps indicate the region of
ncidence, i.e., the zone where the focused incident light
trikes the sample. Both patterns demonstrate guidance
ithin the polymeric ridge over more than 350 m, al-
hough weaker for the TM case. Up to 200 m, the TE
istribution looks like the fundamental transverse mode
f a classical dielectric ridge waveguide. The presence of a
opographical defect (inset) at y200 m considerably af-
ects the spatial distribution of the field propagating be-
ond this point, although it is still guided. This behavior
xperimentally demonstrates the multimodal structure of
he waveguide: due to the defect, the energy which was
ainly in the fundamental mode is redistributed among
he available modes. The pattern is asymmetric and sug-ests a beating between symmetric and asymmetric
odes [32]. This remark also holds true for the TM dis-
ribution.
Due to their dispersion, at a fixed angle of incidence 
,
he transverse modes are expected to be excited at differ-
nt wavelengths. In order demonstrate this effect and to
haracterize the modes, we set the SNOM tip in a fixed y
osition (the white line shown in Figs. 4(a) and 4(b)) and
can a line across the waveguide along the x direction.
he y position is chosen so as to lie outside the coupling
egion and to monitor the unperturbed surface modes of
he structure. We then perform x scans while sweeping
he wavelength in the interval between 1460 nm and
580 nm.
The measurements are shown in Figs. 4(c) and 4(d) for
he TE and TM polarizations, respectively. The scanning
ength is 30 m (only 10 m are displayed on the TM
ap). The ridge edges are marked with the dashed lines.
tarting at longer wavelengths 1515–1580 nm, the TE
ap shows a one-lobe elongated spot centered on the
idge. Then the TM map reveals a two-lobe elongated spot
t intermediate wavelengths 1480–1540 nm. Finally at
horter wavelengths 1460–1490 nm, the TE pattern
hows a three-lobe spot inside the ridge. Since the scan-
ing zone is approximately 100 m away from the inci-
ent region, these three spots are identified as mode 0
one lobe), mode 1 (two lobes) and mode 2 (three lobes).
The intensity pattern of mode 2 is surrounded by light
orresponding to the BSW in the bare multilayer
BSWbare [12]. The dispersion curve of the BSWbare there-
ore partially overlaps the dispersion curve of mode 2. No
igher-order modes are hence allowed within the wave-
uide, which is consistent with the calculations. Fortu-
ately, from the incident region and up to the scanning
one, the BSWbare propagates slightly away from the
aveguide, making possible independent measurements
X
40 μm
(b) TM
X
40 μm
(a) TE
X
30 μm
(c) TE
mode 0
mode 1
mode 2
X
10 μm
(d) TMmode 1
1460 1480 1500 1520 1540 1560 1580
wavelength [nm]
0 50 100 200 250 300 350150
Y [μm]
10 μm
Topography
ig. 4. (Color online) In (a) and (b), near-field intensities over
he waveguide under TE- and TM-polarized illumination, respec-
ively =1538 nm. The Airy-type patterns at left indicate the
egion where the incident light impinges on the sample surface.
he inset shows the topographical defect responsible for the
hange in the propagating optical mode. (c) and (d) present  ,x
lots for TE and TM polarization, respectively. The x line follows
he white arrows displayed in (a) and (b).
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Sfez et al. Vol. 27, No. 8 /August 2010 /J. Opt. Soc. Am. B 1621n mode 2. Also, the mode spatial extent increases with
he mode order: 3.8 m, 4.7 m, and 6.1 m (FWHM) for
odes 0, 1, and 2, respectively.
Due to its antisymmetry, it is expected that TE-
olarized light cannot excite mode 1. However, it may
eem surprising that TM-polarized light couples to this
ode, accounting for its in-plane polarization. A rigorous
urvey of the coupling mechanism should, in principle, in-
olve an overlap integral. We have performed additional
alculations (not shown here) using a rigorous coupled-
ave analysis (RCWA). It is indeed seen that only a TM-
olarized plane wave can excite mode 1.
By choosing the wavelength and the excitation polar-
zation, we can therefore selectively excite the three
odes sustained by the structure.
. VECTORIAL COMPONENTS OF THE
ODES
. Method
n our experiment, we must distinguish two distinct
rames of reference. At the detector plane, the reference
rame xˆ , yˆ is fixed by the two linearly polarized refer-
nces of the multi-heterodyne interferometer. At the
ample surface, the reference frame xˆ , yˆ is set according
o the BSW waveguide. This situation is conceptually de-
icted in Fig. 5. The function that relates the expression
f the electromagnetic field in these two bases is hereafter
eferred to as the polarization transfer matrix (PTM).
The existence of such a PTM has already been demon-
trated for a dielectric probe and for a paraxial (perpen-
icular to the probe axis) and linear input state of polar-
zation (SOP) [10]. In our experiment, the calculations
how the electric field E of the modes 0, 1, and 2 to be also
araxial: E is parallel to the multilayer interfaces and
ominantly transverse Ex. E possesses, however, a small
ongitudinal component Ey in the propagation direction y.
he goal is hence to find Ex and Ey.
As we are interested in the vectorial structure of the
eld, we compute the measured complex TE and TM vec-
x'
y'
r1
r2
x
y
ridge
ig. 5. (Color online) At the detector plane, the reference frame
xˆ , yˆ is fixed by the two linearly polarized references of the
ulti-heterodyne interferometer. At the sample surface, the ref-
rence frame xˆ , yˆ is set according to the BSW waveguide.or fields, Edet
TE and Edet
TM, in xˆ , yˆ. With the experimental
mplitudes and phases of Eqs. (3), these fields become
Edet
TEx,y = Rr1TEx,y · expi ·r1TEx,yRr2TEx,y · expi ·r2TEx,y ,
Edet
TMx,y = Rr1TMx,y · expi ·r1TMx,yRr2TMx,y · expi ·r2TMx,y . 4
he x ,y dependence states that the fields are measured
t each position of the probe. The difficulty in linking the
eld at the detector plane to that at the sample surface
rises because we don’t know a priori the relative orien-
ation at the detection plane of the TE field (resp. TM)
ith respect to the basis. Moreover, due to some birefrin-
ence that may occur within the probe [10] and in the op-
ical path from the probe to the detector, the initial SOPs
f the modes 0, 1, and 2 may reach the detector slightly
ltered.
Since any SOP can be reached with a proper combina-
ion of a quarter-wave and a half-wave plate, J4 and J2,
espectively, the field at the sample surface Esample
TE,TM may
e expressed as
Esample
TE,TMx,y =M ·Edet
TE,TMx,y, 5
here M=R−1J4R1 ·R−2J2R2 is the PTM and
is the coordinate transform matrix [33]. The PTM is
herefore modeled as an equivalent birefringent Jones
atrix. The above equation represents the inverse prob-
em of finding the field at the sample surface from the
eld at the detector. The physical propagation would in-
eed be represented by Edet
TE,TM=M−1·Esample
TE,TM. The issue is
ow to numerically find the angles 1 and 2 that lead to
separation of Ex and Ey.
To do so, an additional criterion is required. For any
iven values of 1 ,2, the rule should indicate the de-
ree to which Esample
TE,TMx ,y calculated with Eq. (5) matches
he expected maps. Since the calculations show Ey to be
mall compared to Ex (ratio 1:5), the criterion is to find
he best pair 1 ,2 that minimize the intensity of one
omponent of Esample
TE,TMx ,y while maximizing the other. We
herefore seek for the best matrix M that, applied point-
y-point to Edet
TE,TM, minimizes the intensity of one compo-
ent over the entire map (integrated intensity over the
ntire map). This method has been first tested with the
alculated fields. Starting from a projection of the field on
wo random and linear basis elements, Ex and Ey have
een successfully retrieved.
The equivalent hardware procedure to the previous
ethod consists of introducing a polarization controller
fter the probe. Consequently, Ex and Ey could be physi-
ally aligned with the reference beams r1 and r2, and
herefore measured. However, the experimenter also
eeds a priori knowledge of the expected field for assess-
ng the accuracy of the polarization controller alignment
or each measurement. The experimental procedure
herefore involves an alternation of measurements and
olarization controller transformations. Since SNOM im-
ging is a scanning process, the collection of the indi-
idual SNOM images would be extremely time consum-
ng.
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e apply step by step the numerical method developed in
he previous section. As demonstrated in Section 5, by
uning the wavelength and choosing the excitation polar-
zation, we can selectively excite each of the three modes
ustained by the waveguide. The modes 0 and 2 are ex-
ited with TE-polarized light at =1568 nm and 
1478 nm, respectively. The mode 1 is excited with TM-
olarized light at =1514 nm. The sub-figures (A–C) of
ig. 6 respectively show the results for modes 0, 1, and 2.
Within each sub-figure, (a–b) and (c–d) show the raw
mplitudes and phases resulting from the interference of
he object beam with the references r1 and r2. We arbi-
rarily choose to minimize the field intensity correspond-
ng to the component (c–d). The processed amplitude and
he phase of this component are shown in (g–h), respec-
ively. The component (a–b) is therefore automatically
aximized and displayed in (e–f). In order to compare the
easurements with the calculations, we compute, from
he amplitudes and phases shown in (e–h), the real parts
f Ex and Ey. (i–j) and (k–l) respectively show the mea-
ured and calculated real parts of Ex and Ey. The calcu-
ated maps are obtained as follows. From the computed
ransverse field distributions, we extract a line at 7 nm
bove the ridge interface. Then, we make it propagate
ith the effective index obtained from the same simula-
ion (mode 0: neff=1.256 at =1568 nm, mode 1: neff
1.274 at =1514 nm, mode 2: neff=1.273 at =1478 nm).
or the sake of clarity, a global phase delay is added to
he calculated real parts. The gray lines represent the
dges of the ridge as provided by the shear-force topogra-
hy.
For each of the modes, the measured real parts of the
ransverse and longitudinal components are found in
ood agreement with the calculated ones. First, their spa-
ial distributions have almost the same extent. Second,
he amplitude ratios 	Ex	 / 	Ey	 of the measured and simu-
ated values are satisfactorily close: 5 versus 7.5 for mode
; 3.8 versus 4 for mode 1; and 3.6 versus 2.9 for mode 2.
hird, the symmetry of each measured component is re-
rieved. Because Ex is stronger—and so defines the mode
ymmetry—we verify that modes 0 and 2 are symmetric
hereas mode 1 is antisymmetric.
Comparing the results of the three modes, we can draw
wo overall conclusions. First, the measured and calcu-
ated modes shows slightly different periodicities. This
ay be due either to a waveguide cross-section that de-
arts from the ideal rectangular shape of the simulated
tructure [see Fig. 1(b)], or to a possible deviation be-
ween the real and theoretical effective indices of the
olymer. Furthermore, the sample has a slightly inhomo-
eneous topography leading to some local fluctuations of
he effective indices.
Second, in this particular experiment, the relative
hase difference between Ex and Ey is not measured. The
pparent relative phase differences appearing in Fig. 6
A–C) (i) and (k) arise because of the arbitrary optical
ath differences within the multi-heterodyne interferom-
ter. This can be solved in the future by a proper calibra-
ion of the system using a field of known polarization or
y implementing a two-detector detection system such as
n [10,11].. DISPERSION RELATIONS OF THE MODES
rom the amplitude and phase of an optical signal, one
an compute the complex field [30]. Considering lines in
he y direction (propagation direction), the four ampli-
udes and phases of Eqs. (3) lead to the four scalar com-
lex fields
Vr1,r2
TE,TMy =Rr1,r2
TE,TMy · expir1,r2
TE,TMy. 6
Fourier analysis of these complex fields provides the ky
omponents of the in-plane wavevectors of the optical
eld. For guided or bound modes, the propagation con-
tants can be deduced [12,14,17,31] and the effective in-
ices determined through the relation neff=ky / 2. As
he resolution in the Fourier space is inversely propor-
ional to the scanning length L, we use the entire travel
ange of the piezo actuator L=100 m. This condition
eads to a theoretical wavevector resolution of dky
2 /L=6.3·104 m−1, which in these experiments corre-
ponds to a low-effective-index resolution of dneff
dky / 20.015. This poor resolution will be overcome
y a statistical treatment of the data acquired at different
avelengths.
At a given wavelength, because the transverse field dis-
ributions of the modes are different, six high-resolution y
ines are acquired on both sides of the ridge. For each line,
he FFT spectra are computed on the four complex fields
f Eqs. (6). The relevant peaks are identified and their ef-
ective indices calculated. Two representative TE and TM
pectra are shown in Fig. 7(a) =1530 nm. At this wave-
ength, the analysis performed on Fig. 4(c) and 4(d) allows
dentification of the dominant TE and TM peaks with
odes 0 and 1, respectively. These peaks are only sepa-
ated by dky, which highlights the low-effective-index res-
lution.
This procedure is repeated over the entire wavelength
ange 1460–1580 nm in steps of 6 nm. The measured ef-
ective indices are indicated by the filled circles in Fig.
(b). The diameters account for the peak occurrences: six
canning lines with four complex fields leads to 24 spectra
er wavelength. Three regions can be distinguished: one
t larger wavelengths 1520–1580 nm and higher neff, an
ntermediate zone 1484–1552 nm with intermediate
eff, and a region at shorter wavelengths 1460–1502 nm
nd lower neff. The wavelength ranges covered by the dif-
erent modes [see Fig. 4(c) and 4(d)] and the fact that
ower-order modes have higher neff identify these regions
ith modes 0, 1, and 2, respectively. Linear curve fits ac-
ounting for the weights (occurrences) of the experimental
alues are plotted with the dotted curves (blue online).
In Fig. 7(c), the fitted curves are reported in a disper-
ion diagram. The dispersion curves of modes 0, 1, and 2
re, respectively, displayed in red, green, and blue. In ad-
ition, the measured dispersion curves of the bare
ultilayer as obtained from far-field measurements [6],
nd the calculated dispersion curve of the multilayer
oated with a 140-nm-thick polymeric layer npol=1.625
re reported. As expected, the dispersion curves of the
odes lie between the bare and coated ones. An increase
n the mode order decreases the field fraction confined in
F
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(C) Mode 2
ig. 6. (Color online) (A): (a–b) and (c–d), the amplitudes and phases of the mode 0 projected onto the two reference beams r1 and r2.
n (e–f) and (g–h), the respective amplitudes and phases of Ex and Ey retrieved after numerical data processing. In (i–j) and (k–l), the
easured and calculated real parts of Ex and Ey =1568 nm. In (B) and (C), the equivalent for mode 1 =1514 nm and mode 2
=1478 nm.
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ecreases, leading to the observed blueshifts of the
igher-order modes.
Despite of the low resolution in terms of the effective
ndices, this experiment shows that accounting for the
unability of the system, the individual dispersion curves
f the three modes sustained by the BSW waveguide can
e measured.
. CONCLUSION
multi-heterodyne scanning near-field optical microscope
MH-SNOM) has been used to investigate the propaga-
ion and polarization properties of BSW modes in an ul-
rathin  /10 polymeric ridge waveguide. We have ex-
erimentally demonstrated that the BSW waveguide
ustains three modes and that we were experimentally
ble to selectively excite them by tuning the wavelength
nd choosing the excitation polarization. The individual
ispersion relations of the modes have been measured
nd we have shown that they lie, as expected, between
he dispersion curves of the bare and coated (140-nm-
hick polymeric film) multilayer. Exploiting the ability of
he MH-SNOM to simultaneously detect in amplitude and
hase two arbitrary orthogonal components of the near
eld, we were able to solve the inverse problem of retriev-
ng the field components of the modes at the sample sur-
ace from the fields at the detector plane. This task has
een achieved through a simple a priori energy consider-
tion with the calculations indeed showing the longitudi-
al field component to be weaker than the transverse one.
he individual transverse and longitudinal components of
ach of the modes have hence been measured, and a good
greement with the simulation results was found. By
dapting the optimization criterion, this method can be
pplied to a broad variety of near-field phenomena includ-
ng waveguiding structures, cavities, resonators, etc. To a
ertain extent, we can even think of applying this tech-
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ig. 7. (Color online) (a) Typical Fourier spectrum obtained for
oth TE- and TM-polarized fields along the BSW propagation di-
ection =1530 nm. (b) Repartition of the measured effective
ndices over the whole wavelength range. The filled circle diam-
ters account for the peak occurrences. The dotted lines are the
inear curve fits. (c) The corresponding dispersion relations of the
odes. In addition the dispersion relations of the bare multilayer
nd coated multilayer (with a 140-nm-thick polymeric layer) are
lso reported.ique without any preliminary information on the desired
eld but by analyzing the data with mathematical tools
uch as symmetries. This work provides new insights on
he propagation of guided BSWs on ultrathin guiding
tructures that might be fruitfully exploited in a variety
f applications in the domain of low-dimensional optics.
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